Sample Program: TI-83+/84+ Button Pushing Sequence for the TI-bot
Task:  Program the TI-bot to drive forward three seconds and display the time it traveled.
Step
Button
Command

1.
ON
Power on

2.
PRGM
Start the program menu
3.
Right Arrow
Select NEW program

4.
ENTER
Create new program

5.
2nd A-LOCK
Start alpha lock mode
6.
ABC
Type the letters ABC
7.
ENTER
Enter the program name

8.
PRGM
Start the program menu

9.
Right Arrow
Select I/O menu
10.
Up Arrow
Select SEND command

11.
ENTER
Start SEND command

12.
2nd  {
Enter a left brace
13.
1
Timed command

14.
2
Left motor forward

15.
2
Right motor forward

16.
Comma
Separates the commands

17.
300
Three seconds of time

18.
2nd  }
Enter a right brace
19.
)
Enter a right parenthesis

20.
ENTER
Accept SEND command
21.
PRGM
Start the program menu

22.
Right Arrow
Select I/O menu

23.
Up Arrow
Select GET command

24.
ENTER
Start GET command

25.
ALPHA R
Type the letter R

26.
)
Enter a right parenthesis
27.
ENTER
Accept GET command

28.
PRGM
Start the program menu

29.
Right Arrow
Select I/O menu

30.
Down Arrow
Select DISP command

31.
ENTER
Start DISP command

32.
ALPHA R
Type the letter R
33.
2nd  QUIT
Quit program mode
Connect calculator to the TI-Bot, and run

34.
PRGM
Start the program menu

35.
Down Arrow
EXEC the ABC program

36.
ENTER
Execute the ABC program

To make changes to the program, use edit mode

37.
PRGM
Start the program menu

38.
Right Arrow
Select EDIT menu
39.
Down Arrow
Select the ABC program
40.
ENTER
Start editing ABC program
PROGRAM:ABC


:Send({122,300})





:Get(R)


:Disp R





EXEC	EDIT	NEW


1:ABC





EXEC	EDIT	NEW


1:ABC





EXEC	EDIT	NEW


1:Create New








PROGRAM


Name=ABC











© 2010 Board of Regents University of Nebraska

